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VEVOR STEERING WHEEL
STAND

Upgrade - The Home Creator Way

Model:6018

This is the original instruction, please read all manual instructions
carefully before operating. VEVOR reserves a clear interpretation of our
user manual. The appearance of the product shall be subject to the
product you received. Please forgive us that we won't inform you again if
there are any technology or software updates on our product.

Warning-To reduce the risk of injury, user must read
instructions manual carefully.




Attentions

* Please install and use the stand according to instruction.

* Please install moderately, avoid strong vibration.

* Don't keep in humid conditions, high temperatures, or a dusty location.
» The product structure is flexible, wear work gloves during assembly.
Please take care of a hurting hand when installing .

* Children should be under adult supervision when using the product.
The product complies with relevant standards and regulations.
Installation of this device must comply with all applicable regulations, and it
should only be operated in well-ventilated areas. Please read the user
manual before installing and using this equipment.

Maximum load: 15 kg (steering wheel + accessories)

Use only on stable, level surfaces. Do not stand or climb on the
stand.

Not suitable for children under 14 years old.

Save the manual.

Part List

Code Picture Name QTY.

Pedestal A 1




Pedal panel

Left and Right
Armrests

Steering Wheel
Panel

Left&right
telescopic rod

| © Gear lever holder
) 0

Gear lever panel

Leveling Foot




Star Handwheel

9 M8x25
10 7 Star Handwheel
M8x16
1 Star Handwheel
M8x30
12 Pedestal B
Pedestal fixed
13
crossbar
14 Pedestal C
15 Tie-down strap

16

back




& )
17 N\ S seat 1
Angle adjuster
18 i 1
plastic cover - left
Q .
Z*‘\p R1 Anglt? adjuster
19 [ plastic cover - 1
e right
20 L recliner-left 1
@
21 recliner-right 1
22 m Headrest pillow 1
23 D Lumbar pillow 1
A i) Screw M8x20 | 4+1




(I[[ﬂIHII[[[UIﬂ]I[ﬂIﬂ[j Screw M8x35 2+1
i) Screw M8x45 | 2+1
(I[[[[[IIHIHHII[[[HII[[[] Screw M6x16 8+12
) Flange nut M8 6+1
> Flange nut M6 2+6

Hex wrench 5mm 1

10-13 open-end 1

spanner

( ] Screw M8x50 2+1
([[[ﬂﬂ]ﬂlIﬂI[[ﬂlﬂI[ﬂ[j Screw M8x25 8+1
((((((((@@ Screw M5x8 6+1




d (HH]HIHMWHED Screw M8x16

4+1

o Spring washer
M8

8+1

F Ring spanner
f
5mm

Note:12pcs screws M6*16 and 6pcs nuts M6 are complimentary.
% For the list of seat kits and installation, please refer to the seat
installation procedure manual attachment.

STEP 1:




STEP 2:

Note:These 3 holes are used to
adjust the angle of side arms .

e choose the appropriate hole
position for installation.
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Note:When the main /7 p
frame is folded, / Uy =
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B:M8x35
2PCS
STEP 3:

Note:These 3 holes are used to adjust
the angle of pedal panel.choose the
appropriate hole position for installation.
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I:M8x50 @©:M8x25
2PCS 2PCS



STEP 4:

Note:The telescopic rod can beadjusted
= up and down, choose the appropriate
\\

\Fiw.

height to tighten the screws.
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STEP 5:
Note:Angle can be adjusted
f [ | here,choose the appropriate

K M — (_)‘ ' angle for installation.
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4pcs N\




STEP 6:

Note:The panel can be adjusted
front and back.

STEP 7:
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STEP 8:

D:M6x16 3PCS

STEP 9:
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STEP 10:

d:M8x16 4PCS

STEP 11:
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STEP 12:

a:M8x25
2PCS
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e:M8 %“*fiiiysf
2PCS T

STEP 13:

a:M8x25
2PCS
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a:M8x25
2PCS

STEP 15:
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STEP 18:

O:M8x16 4PCS

STEP 19:
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embly

Complete ass







